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Modular systems with Anti-snap
EVVA’s anti-snap option will make any front door impenetrable. Even professionals are unable to 

open this hardened steel solution. Its function is simple, yet highly effective: The cylinder simply 

snaps at a rated break point in the event of a snapping attempt. The attack is registered and the 

remaining cylinder is blocked and rendered unusable. At this point, there is no way of breaking in 

without having to use a loud drilling machine. The anti-snap option from EVVA – for optimum 

 protection of your front door. Available for thumb turn and double cylinders.

  Modular design (SYMO)

  Installed without having to replace the escutcheon or modify the door

  Anti-snap unit made of specially hardened steel

Figure: EPS cylinder
ICS MCS3KSplus
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Größe A I L
AS41/31 42,4 32,4 74,8
AS41/36 42,4 37,4 79,8
AS41/41 42,4 42,4 84,8
AS41/46 42,4 47,4 89,8
AS41/51 42,4 52,4 94,8
AS41/56 42,4 57,4 99,8
AS41/61 42,4 62,4 104,8
AS46/31 47,4 32,4 79,8
AS46/36 47,4 37,4 84,8
AS46/41 47,4 42,4 89,8
AS46/46 47,4 47,4 94,8
AS46/51 47,4 52,4 99,8
AS46/56 47,4 57,4 104,8
AS46/61 47,4 62,4 109,8
AS51/31 52,4 32,4 84,8
AS51/36 52,4 37,4 89,8
AS51/41 52,4 42,4 94,8
AS51/46 52,4 47,4 99,8
AS51/51 52,4 52,4 104,8
AS51/56 52,4 57,4 109,8
AS51/61 52,4 62,4 114,8
AS56/31 57,4 32,4 89,8
AS56/36 57,4 37,4 94,8
AS56/41 57,4 42,4 99,8
AS56/46 57,4 47,4 104,8
AS56/51 57,4 52,4 109,8
AS56/56 57,4 57,4 114,8
AS56/61 57,4 62,4 119,8
AS61/31 62,4 32,4 94,8
AS61/36 62,4 37,4 99,8
AS61/41 62,4 42,4 104,8
AS61/46 62,4 47,4 109,8
AS61/51 62,4 52,4 114,8
AS61/56 62,4 57,4 119,8
AS61/61 62,4 62,4 124,8
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EPS-6 - DZ AS SYMO
Zeichnungsnummer:Status Allgemeintoleranz

Serienproduktion AX067000-31.AS41-KT
Datum

10.07.2014

C

Index

A-1120 Wien

Gewicht:

Wienerbergstraße 59-65

ISO 13715

Werkstoff:

Oberfläche / Nachbehandlung:

Bearb.

Maßstab:

1:2

204.88g / 
Ersatz für:

Benennung:

Name

EPS-6 - DZ Anti-Snap SYMO

Sicherheitstechnologie GmbH

Werkstückkanten
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EPS-6 - KZ AS SYMO
Zeichnungsnummer:Status Allgemeintoleranz

Ersatz für:

Benennung:

Datum

.EBA

Index Name

A-1120 Wien

Gewicht:

Wienerbergstraße 59-65

ISO 13715

Werkstoff:

Oberfläche / Nachbehandlung:

Bearb.

Maßstab:

1:2

1253.38g / 

EPS-6 - KZ Anti-Snap SYMO

AX068000-K31.AS41-KT-FKNSerienproduktion07.05.2014
14.07.2014

ERM

Sicherheitstechnologie GmbH

Werkstückkanten

Es ist der Flachknauf gezeichnet (FKN)

Größe A I L
K31/AS41 42,4 31,5 73,9
K36/AS41 42,4 36,5 78,9
K41/AS41 42,4 41,5 83,9
K46/AS41 42,4 46,5 88,9
K51/AS41 42,4 51,5 93,9
K56/AS41 42,4 56,5 98,9
K61/AS41 42,4 61,5 103,9
K31/AS46 47,4 31,5 78,9
K36/AS46 47,4 36,5 83,9
K41/AS46 47,4 41,5 88,9
K46/AS46 47,4 46,5 93,9
K51/AS46 47,4 51,5 98,9
K56/AS46 47,4 56,5 103,9
K61/AS46 47,4 61,5 108,9
K31/AS51 52,4 31,5 83,9
K36/AS51 52,4 36,5 88,9
K41/AS51 52,4 41,5 93,9
K46/AS51 52,4 46,5 98,9
K51/AS51 52,4 51,5 103,9
K56/AS51 52,4 56,5 108,9
K61/AS51 52,4 61,5 113,9
K31/AS56 57,4 31,5 88,9
K36/AS56 57,4 36,5 93,9
K41/AS56 57,4 41,5 98,9
K46/AS56 57,4 46,5 103,9
K51/AS56 57,4 51,5 108,9
K56/AS56 57,4 56,5 113,9
K61/AS56 57,4 61,5 118,9
K31/AS61 62,4 31,5 93,9
K36/AS61 62,4 36,5 98,9
K41/AS61 62,4 41,5 103,9
K46/AS61 62,4 46,5 108,9
K51/AS61 62,4 51,5 113,9
K56/AS61 62,4 56,5 118,9
K61/AS61 62,4 61,5 123,9
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EPS-6 - KZ AS SYMO
Zeichnungsnummer:Status Allgemeintoleranz

Ersatz für:

Benennung:

Datum

.EBA

Index Name

A-1120 Wien

Gewicht:

Wienerbergstraße 59-65

ISO 13715

Werkstoff:

Oberfläche / Nachbehandlung:

Bearb.

Maßstab:

1:2

1253.38g / 

EPS-6 - KZ Anti-Snap SYMO

AX068000-K31.AS41-KT-FKNSerienproduktion07.05.2014
14.07.2014

ERM

Sicherheitstechnologie GmbH

Werkstückkanten

Es ist der Flachknauf gezeichnet (FKN)

Größe A I L
K31/AS41 42,4 31,5 73,9
K36/AS41 42,4 36,5 78,9
K41/AS41 42,4 41,5 83,9
K46/AS41 42,4 46,5 88,9
K51/AS41 42,4 51,5 93,9
K56/AS41 42,4 56,5 98,9
K61/AS41 42,4 61,5 103,9
K31/AS46 47,4 31,5 78,9
K36/AS46 47,4 36,5 83,9
K41/AS46 47,4 41,5 88,9
K46/AS46 47,4 46,5 93,9
K51/AS46 47,4 51,5 98,9
K56/AS46 47,4 56,5 103,9
K61/AS46 47,4 61,5 108,9
K31/AS51 52,4 31,5 83,9
K36/AS51 52,4 36,5 88,9
K41/AS51 52,4 41,5 93,9
K46/AS51 52,4 46,5 98,9
K51/AS51 52,4 51,5 103,9
K56/AS51 52,4 56,5 108,9
K61/AS51 52,4 61,5 113,9
K31/AS56 57,4 31,5 88,9
K36/AS56 57,4 36,5 93,9
K41/AS56 57,4 41,5 98,9
K46/AS56 57,4 46,5 103,9
K51/AS56 57,4 51,5 108,9
K56/AS56 57,4 56,5 113,9
K61/AS56 57,4 61,5 118,9
K31/AS61 62,4 31,5 93,9
K36/AS61 62,4 36,5 98,9
K41/AS61 62,4 41,5 103,9
K46/AS61 62,4 46,5 108,9
K51/AS61 62,4 51,5 113,9
K56/AS61 62,4 56,5 118,9
K61/AS61 62,4 61,5 123,9
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 Ordering
Product code DZ.AS. Cylinder length on the outside A from 41/cylinder length on the inside I from 31

KZ.AS. Cylinder length on the outside A from 41/cylinder length on the inside K from 31

Example KZ.AS.41/K31

Available for all modular Systems (SYMO) 
Also available in combination with BSZ (external key override), SOS (priority function) and CF (classroom function)
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